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CONFIDENTTIAL CITE NPIC 7529 . ‘

SUPIRSCA SER:908178 PRJ YT MS*:SSSR DTZ :691825H
DAY PHOTO. CAMERA ON B746Z, OFF UNK. REF (A) 468 RTS
IPIR, KJ1371, 29 OCT 69, (B) NPIC SuPRIR CITE NO 7402,

NOV 69, CPFL, 22-69 ICOD 7 NOV 69, THIS SUPIR SUPPLEMENTS
INFORMATION IN REF A,

PART 1. NONE

PART Il. SIGNIFICANT RESULTS

C. CHANGE AND OB ITEMS

ITY

SERVICEABILITY RT 23/1281 BYPASS

- UTM sA8QWE 726347
STA :OPR

RMKSTHE BYPASS CONNECTING ROUTE 1281 AT 17-29-55N 1@85-41-
(UTH WE726347) AND ROUTE 23 AT 17-26=50N 1985-43-20E (WE7

IS SERVICEABLE AND SUSTAINING LIGHT TRAFFIC. A ROAD BEWT THLEG /7D

CTYSLA 172955N1054185E INT:GCO CL CL -

25X1

OpBbJ SEC.

BYPASS AT 17-28-80N 185-41-25E (WE733312) AND ROUTE 23 A
17-28-25N 105-42-30E (WE751319) IS ALSO SERVICEABLE AND [SUST

SECUK.

THING

LIGHT TRAFFIC., THIS READOUT COVERS A TOTAL DISTANCE OF ABOUT

1,_)\450

. )

MPR3AMS SERIES L7015, SHEET 6143-1V

ITW

SERVICEABILITY ROUTE 1281

CTY:LA 172924N1854210E INT:GEVCL Ty

UTM sASQWETA7337
STa :OPR

RMKSROUTE 1281 IS SEVICEABLE AND IN USE FROM ITS JUNCTIO

ROUTE 23 AT 17-25-24N 185-42-10E (UTM WE747337) WEST TO +3

LEAST 17-38-85N 185-40-52E (WE722358>, A DISTANCE OF 1.5 .

~ MPR:AMS SERIES L7015, SHEETS 6144-II1 AND 6143-1V

ITN SERVICEABILITY ROUTE 23 ANB-BYFASSw;
FsLA '173410N1854338E INT :GPY—S5€ .- W <
UTM :4BQUET 71425 - .

STA tOPR R
RMK $ROUTE 23 IS SERVICEABLE AND IN USE FROM ITS JUNCTIONWW'
12 AT 17-34-10N 185-43-38E CUTM WE771425) SOUTH TO 17-28r26N-—— .
185-42-31E (WE752319). VEHICLE TRACKS EXTEND EAST AND SO OM———F
THIS POINT ALONG THE ALIGNMENT OF A ROUTE 23 BYPASS TO T .
OF INTERPRETABLE PHOTOGRAPHY AT THE FORD ON THE SE BANGFAI  rysvor v

(RIVER) AT 17-24-11IN 185-38-35E (WE8P7242), THIS REPRESENTS

A TOTAL DISTANCE OF 14 NN, |

MPR $AMS SERIES L7615. SHEETS 6143-1 AND IV, 6144-III

IT

SERVICEABILITY ROUTE 12
CTY:LA 173418N1954338E INT:GCO CL

UTM 348QWE 771425
STA tOPR

SANTLE™E
WITE %

L)

RMK sROUTE 12 IS SERVICEABLE AND IN USE FROM ITS JUNCTION WITH

ROUTE 23 AT 17-34-18N 1065-43-38E (UTM WE771425) NORTHTO ITS

CONFILLENTIAL
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PREVIOUSLY REPORTED (REF B) LIMTT OF SERVICEABILITY AT 17-35-32N

[ 185-44-1PE, A DISTANCE OF 1,7 NM.~
| MS SERIES L7815, SHEET 6144-I11 - 25X1
e ’ SERVICEABILITY ROUTE 1201 e
: CTYS:LA 173338N1054400E INT:FPV CL v
%ﬂ UTM $4BQUETT8A10
STA 10PR

RMK sROUTE 1201 IS SERVICEABLE AND=IN USE FROM ITS JUNCTION WITH
ROUTE 23 AT 17-33-30N 185-44-80E (UTM WE778418) EAST 1.8 NM

TO 17-33-55N 185-44-45E (WE790420). THE 2.1 NM SEGMENT NORTH
TO THE PREVIOUSLY REPORTED SOUTHERN LIMIT OF SERVICEABILITY AT
THE JUNCTION OF ROUTES 1281 AND 1282 (REF B) IS NOT VISIBLE DUE

VER.
25X1
A S 144-111

EOM
GP-1

CONFIDENTIAL
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